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ÁVDOT Road & Bridge Standards 

ÁRoad Design Manual ï Appendix ñAò ï Section A-5 

for Bicycle and Pedestrian Facility Design 

   (Commercial Entrances / Curb Ramps / Handrails) 

ÁPlease See Workshop Handouts for 

lots of other great resources! 

ÁPlease include Non-Stdô Site Details 
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Design Standardsé Sidewalks 

Á5ô minimum width Sidewalk with Buffer Strip 

Á4ô width for clear accessible route 

Á4ô width Buffer Strip / 6ô with Trees 

Á 8ô minimum width from BOC with on-street parking 
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Shared Use Paths (Bicycle and Pedestrian) 

Á10ô minimum width, 2ô shoulder, 3ô clear 

zone, 5% grade, 2% cross slope 

ÁSee Workshop handout for other details 
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Shared Use Paths (Bicycle and Pedestrian) 
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Suggested Alternative Construction Materials to 
Asphalt Paving:  
  
Crushed Aggregate Surface 
4ò of base course No. 21Aôs, 

topped with 2ò of finely crushed 

limestone aggregate using 

3/8ò minus crushed fines 

or ñVDOT No. 10ôsò 
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ADA , ADAAG and PROWAG 
(Americans with Disabilities Act Accessibility Guidelines) 

Á4ô wide Curb Cut Ramps with Landings 

Á4ô x 2ô Min. Tactile (Truncated Dome) Surface 

ÁProvide a Defined Accessible Experience 

Color Contrast 

4ôMin 

4ôMin 

ÁGrade at 5% and within accepted variances 
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