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Figure 1: General Location of the Project Area.
















Figure 4: Mary Miller House (VDHR #082-0316), Front Elevation.

Figure 5: Mary Miller House (VDHR #082-0316), Side Elevation.



railing for the porch. The front facade of the house was constructed in Flemish bond,
while the sides and back were laid in American bond. The front and back elevations also
feature a corbelled brick cornice. The side-gabled roof is clad in standing-seam metal.
Each side (Figure 5) of the house displays parapeted gables with paired interior

end chimneys. The windows were replaced c. 1920 by the Layman family. The one-story
back porch was enclosed with brick by the Wenger family in the 1990s. The enclosed
porch features brick exterior walls and a gabled roof covered in standing-seam metal
similar to the rest of the house.

There are nine outbuildings, three silos, and one windmill associated with this
house. North of the house are a meat house and windmill. The meat house is a one-story
brick structure with a gabled roof covered in standing-seam metal. A brick chimney is
located on the north elevation of the structure, and a wooden overhang supported by
brackets was added to the building in 1931. The windmill was constructed c¢. 1950. The
other eight outbuildings are to the west of the house. The stable was built in the 1990s by
the Wenger family. The horse stable is for this Mennonite family’s buggy. The stable
displays a concrete foundation, exterior walls covered in corrugated metal, and a gabled
roof clad in corrugated metal. The south elevation features an integral porch and two
open bays. The calf pen (A) is a simple wooden structure clad in corrugated metal. The
structure is open to the south with six bays and houses small shelters for the calves. Pens
(B) and (C) are similar in style and construction materials. The dairy was constructed c.
1920 by Roy Layman. The dairy is constructed of brick and features two wooden frame
additions that have been clad in corrugated metal. The bank barn is three-stories high.
The barn was originally clad in weatherboard, but was covered in metal siding by the
Wenger family. The side-gabled roof is covered in standing-seam metal. A large bay is
located on the west elevation, and one-story shed-roofed additions have been added to the
north, east, and south elevations. The implement shed (equipment) was built c. 1900.
The implement shed has been altered with the removal of the eastern wall and doors, and
the exterior walls have been clad in metal siding by the Wenger family. The gabled roof
is clad in standing-seam metal. The shed is a one-story structure that was built c. 1990
and features a wooden frame structural system with a gabled roof. The entire structure is
clad in metal siding.

The Mary Miller House was built ¢. 1850. The house is a good example of a mid-
nineteenth-century house. The exterior of the house maintains its original form, although
the windows were replaced and the rear porch was enclosed. The house was owned by
Mary Miller in 1885, and then a number of other families before being purchased by the
Wenger family.

The Mary Miller House is recommended as potentially eligible for listing on the
NRHP under Criterion C as a mid-nineteenth-century masonry dwelling that retains a
high level of architectural integrity. The interior has undergone few alterations according
to the survey conducted by Ann McCleary in 1983. The building does not appear to be
eligible for the NRHP under Criteria A, B, or D.



John A. Herring “Retirement” (VDHR #082-0318). Built c. 1867, this two-story
Masonry Vernacular house features a brick structural system that rests on a solid
limestone foundation. The original house was built by John A. Herring, Sr., in 1850,
after he purchased the land in 1848 from his brother Philander Herring. The house was
burnt during Sheridan’s raid, but was rebuilt c. 1867. The house was reportedly rebuilt as
a duplicate of the original house according to Settlers by the Long Grey Trail by J.
Houston Harrison (1935). The house was built on the original limestone foundation, and
the walls were constructed of brick again, but in 1867 the brick was covered in stucco.
The exterior stucco walls are currently clad in vinyl siding, and the side-gabled roof is
covered in standing-seam metal. Each side of the house features paired interior-end
brick chimneys. The original windows have been replaced by six-over-six and four-over-
four aluminum sash windows with decorative shutters. The house displays a decorative
wooden cornice in the Greek Revival style. The front fagade of the house is the west
elevation, but the dirt drive now leads to the east elevation. The original front porch was
a one-story, one-bay Greek Revival style porch with square wooden columns, and a
second floor door led to a balcony on the porch roof. The original porch was removed in
1980, and now the front porch is three-bays wide with a hipped roof supported by the
same type of square wooden columns that were on the original porch. The front porch
features square wooden balusters and is screened. The front door displays a divided
transom, sidelights, and decorative wooden trim. The back porch was replaced by an
enclosed porch in the 1950s and now houses a bathroom.

An interior description of the house is given in the book Settlers by the Long Grey
Trail (Harrison 1935). According to the description, the interior features nine fireplaces,
and the front entry leads into a wide hall. Two rooms are located on each side of the
central hall. The central stairway leads to the large hall on the second floor, which also
features four bedrooms. The second floor hall once led to a door that opened to a balcony
off of the front porch, but this has been replaced by a window. The full basement
features three rooms. In addition, there are a number of outbuildings mentioned in a
description of the farm complex written by the granddaughter of J.A. Herring, Sr., Ms.
Josephine Cavitt Herring (Herring n.d.). These outbuildings no longer survive but
included a spring house, a smoke house, a buggy shed, a cabin, an ice house (dry well
underground), a granary, a wagon shed, a sheep shed, a pig sty, a sheep fold, and a stable.
There was also a tenant house according a 1983 sketch map made by Ann McCleary
(McCleary 1983) and placed on file at VDHR. This drawing shows the tenant house
location as well as the location of the smoke house and the spring house mentioned in
Herring (n.d.). No above-ground traces of these structures remain. The only original
outbuilding still standing is a ¢. 1880 bank barn, but that was reconstructed in 1960.

There are seven outbuildings currently associated with this house. Northeast of
the house are the large bank barn and frame garage. The bank barn, c. 1880, is a three-
story structure clad in metal siding. The gabled roof is covered in standing-seam metal.
The south elevation features a cantilevered second and third floor that is now supported
by wooden posts. The wooden frame garage has been clad in vinyl siding, and the
gambrel roof is covered in corrugated metal. The garage is two-stories in height. North
of the house are a machine shed, a garage, two chicken houses, and an equipment shed.





