
Maximum Queue Length

Average Approach Delay

Overall Intersection Delay

           Sacramento Dr
                         

16.4 Seconds

15.8 Seconds
51.6 Seconds

Cooper Rd
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2045 PM Peak Hour Intersection Analysis Results

Superstreet Traditional

Average Processed
Intersection Volume

           Sacramento Dr
                         

                Sacramento Dr

                 

4650 Vehicles

82 Seconds

85 Seconds

540 Feet

525 Feet

4300 Vehicles

154 Seconds

107 Seconds

885 Feet

430 Feet

Cooper Rd

       Cooper Rd

PM Travel Times (4:15-5:15 PM)

AM Travel Times (7:15-8:15 AM)

Section Limits

Section Limits

Ladson Lane

Ladson Lane

Jeff Todd Way

Jeff Todd Way

Route 1 Direction

Route 1 Direction

Jeff Todd Way

Jeff Todd Way

Ladson Lane

Ladson Lane

Richmond Hwy (Route 1) Travel Times

2045 Build PM -

Traditional

2045 Build PM -

Traditional

2045 Build PM -

Superstreet

2045 Build PM -

Superstreet

2045 Build PM -

Jughandle3

2045 Build PM -

Jughandle3

511.3

488.4

SB

SB

498.0

485.3

451.8

482.9

389.4

358.6

NB

NB

394.6

345.3

433.9

400.8
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